category 5e

Olegrand

765 52

794 55

€95 b7

Sockets with LCS® connector with fast connection thanks to integrated crimping
Take AWG 22 single-core cables up to AWG 26 and AWG 26 multicore cables
Contacts marked with dual colour code and numbers 568 A and B

Side cable inlet for easy installation in all SUEBGITS
Conforms to standards ISO/IEC 11801 Ed. 2.0, EN 50173-1 and EIA/TIA 568

Pack catMoz Mosaic RJ 45 sockets cat. 5e Pack catMos  Arteor RJ 45 socket cat. 5e
UTP - 1 module UTP - 1 module
10 765 51 ) White 10 h72303 ) White
10 794 51 @ Aluminium 10 5728 03 @ Magnesium
UTP - 2 modules UTP - 2 modules
10 765 54 ) White 10 5723 04 === () White
10 794 54 @ Aluminium 10 572804 2 ] @ Magnesium
UTP with controlled access - 2 modules ETP - 1 module
Supplied with 2 keys for 5 sockets 10 2315 ) White
5 165 97 | ()White with red shutter 10 5728 15 @ Magnesium
UTP - 2 x RJ 45 with Soluclip accessory - 3 modules
F - ti DLP trunki ith 45
CE[,.SPEF’ Gl L SN L Keystone RJ 45 socket cat. 5e
5 76541 O'White 10 765 88 UTP socket connected with 110 toaol
UTP retractable RJ 45 socket - 4 modules
With integrated retractable cord (0.9m)
Winds up automatically with a pushbutton Plexo RJ 45 sockets, cat. Se -
1 765 30 (O White IP 55 closed ﬂap IK 07
UTP 45° - 2 modules Protection against water, dust
10 76501 (White o For indutrial sites
2 x RJ 45 UTP 45° - 2 modules b aE : ET Efgﬁ'ﬁ.ﬁm
5 765 02 () White 1/20 695 56 UTP socket
FTP - 1 module O Grey/White
10 765 52 O White 1 695 81 Adapter for RJ 45 socket
10 794 52 @ Aluminium Ensures weatherproofing (IP 44)
with the plug inserted
FTP - 2 modules = j&]ht
10 765 55 ) White O rey Ite
10 794 55 @ @ Aluminium
Mosaic and Arteor sockets with copper
FTP - 2 x RJ 45 with Soluclip accessory - 3 modules feedthrough (p. 68) PP
For snap-on mounting on Mosaic trunking with
45 mm cover
5 765 42

@ O White

L1legrand

category 6

E
1
.

765 63

765 96

794 65

784 33 + cover plate 720 14

Sockets with LCS? connector with fast connection thanks to integrated crimping
Take AWG 22 single-core cables up to AWG 26 and AWG multicore cables
Contacts marked with dual colour code and numbers 568 A and B. Conforming to standards |SO/IEC 11801 Ed. 2.0, EN 50173-1 and EIA/TIA 568

Pack catNos  Prises RJ 45 Mosaic cat. 6 Pack CatNos  Mosaic RJ 45 sockets cat. 6 (continued)
UTP - 1 module FTP - 1 module
10 765 61 (O White 10 765 62 ) White
10 794 61 @ Aluminium 10 794 62 @ Aluminium
10 765 81 C White antimicrobial 10 765 82 O White antimicrobial
UTP - 2 modules FTP - 2 modules
10 765 64 ' White 10 765 65 ' White
10 794 64 @ @ Aluminium 10 794 65 @ @ Aluminium
10 765 22 2 White with green shutter
UTP with controlled access - 2 modules 10 765 23  White with orange shutter
Supplied with 2 keys for 5 sockets FTP 2 x RJ 45 with Soluclip accessory - 3 modules
5 65 94 ' White with red shutter For snap-on mounting on trunking with 45 mm cover
5 765 46 O White
UTP 90° - 2 modules @
- Vertical snap-on socket for column module ETP with controlled access - 2 modules
765 91 @ O White : :
Supplied with 2 keys for & sockets
5 765 95 O White with red shutter
UTP 45° - 2 modules @
1 765 03 @ ) White
FTP 45° - 2 modules
10 765 05 O White
UTP 45° - 2 x RJ 45 - 2 modules @
1 765 04 ) White
FTP 2 x RJ 45 45° - 2 modules
5 765 06 @ O White
UTP retractable RJ 45 socket - 4 modules
With integrated retractable cord (0.9 m)
Winds up automatically with a pushbutton FTP retractable RJ 45 sockets - 4 modules
1 765 32 O White With integrated retractable cord (0.9 m)
Winds up automatically with a pushbutton
1H0 | 7B533 C White
1110 794 33 @ Aluminium
UTP 2 x RJ 45 with Soluclip accessory - 3 modules
For snap-on mounting on DLP trunking with 45 mm
cover FTP 90° - 2 modules
5 76544 (O White Vertical snap-on socket for column module
10 765 92 O White
10 794 92 @ Aluminium
Shielded STP - 1 module
10 765 63 ) White
5 765 83 ) White antimicrobial
Shielded STP - 2 modules
10 765 66 ) White
Shielded STP with controlled access - 2 modules
Supplied with 2 keys for 5 sockets
5 765 96 @ ' White with red shutter
Shielded STP 90° - 2 modules
Vertical snap-on socket for column module
10 765 93

@ O White

Clegrand

category éa

78573 765 76 TE5 24
— — — ———
-
C—
765 25 765 99 673 46 + enjoliveur Titane &85 51

Sockets with LCS? connector with fast connection thanks to integrated crimping

Take AWG 22 single-core cables up to AWG 26 and AWG multicore cables

Contacts marked with dual colour code and numbers 568 A and B

Conforms to standards ISO/IEC 11801 Ed. 2.0, draft amendment 2, EN 50173-1 and EIA/TIA 568 B2.10

Pack CatNos Mosaic RJ 45 sockets cat. 6a Pack CatMos  Arteor RJ 45 socket cat. 6a
360° metal shielding 360° metal shielding
STP - 1 module L
10 76573 O White 0 B gﬁ,hié module
10 794 73 © Aluminium :
10 5728 06 © Magnesium
STP - 2 modules 10 5723 52 O White with green shutter
10 765 76 O White 10 5728 52 @ Magnesium with green shutter
10 794 76 @ Aluminium 10 5723 51 O White with orange shutter
| _ 10 8728 51 | @ Magnesium with orange shutter
= 76524 O White with green shutter STP with controlled access - 2 modules
Supplied with 2 keys for 5 sockets
10 765 25 O White with orange shutter 3 523 50| C White with red shutter
@ 5 o228 50 © Magnesium with red shutter
STP with controlled access - 2 modules Celiane RJ 45 socket, cat. 6a
Supplied with 2 keys for & sockets | £ e
5 76599 O White with red shutt plug - 360° metal shielding
@ 1 Wit red suter 10 673 46 To create a 1-gang socket, combine

mechanism Cat.No 673 46 and a cover plate
Cat.No 682 51 (white) or Cat.No 685 51
%;itanium}

0 create a 2-gang socket, combine

2 mechanisms Cat.Nos 673 46 and a cover plate
Cat.No 682 52 (white) or Cat.No 685 52 (titanium)

Keystone RJ 45 socket cat. 6a

STP socket - metal shielding 360° with fast
connection thanks to integrated crimping



